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10 CSR 10-5.381 On-Board Diagnostics Motor Vehicle/Emisgions Inspection

1) Applicability.
(A)  Except as provided in subsection (1) (£

containing the City of St. Louis a
Charles, and St. Louis, and whig

Revenue;
Leased, rented or

requirements of sections 643.300 to
Mcle is granted an Out of Area waiver
)5. of this rule;

registered, for the four (4)-year period following their model year
of manufacture, provided that the odometer for such motor
vehicles has fewer than forty thousand (40,000) miles showing at
the first required biennial safety inspection conducted under
sections 307.350 to 307.390, RSMo. Otherwise, such motor


nrbirkr
colorlogo


(2)

vehicles shall be subject to the emissions inspgction requirements

8.
9.
RSMo;
10. School buseS'
11.
12.

Definitions.
(A)

(B)

(©)

paphical presentatlon of the results of statistical
applied to emlssmns mspectlon equipment and

communication W|th aXrehicle’s OBD system.

(G)  Diagnostic TroubleGode (DTC)—An alphanumeric code consisting of
five (5) characters which is stored by a vehicle’s On-Board Diagnostics
system if a vehicle malfunctions or deteriorates in such a way as to
potentially raise the vehicle’s tailpipe or evaporative emissions more than



(H)

)
Q)

(K)
(L)

(R)

1.5 times the federal test procedure certification li
the system or component that is in need of diagngsi

properly functioning.
Gross Vehicle Weight Rating (GVWR)

inspection series that
compliance cycle.

vehicle’s tailpipeey evaporative emissions.
Missouri State Highway Patrol (MSHP)—The state agency responsible for
the oversight of the vehicle safety inspection and maintenance program.



(S)

(M

On-Board Diagnostics (OBD)—A vehicle emissions €3
required by federal law to be installed on all light-duty

Codes.
On-Board Diagnostics (OBD) test—
system is connected to a hand-held
determining—
1.

If the OBD system’s readiness monito
If the MIL is fungtioning correctly; and

Recognlzed Repair Aechnician may only be recognized by the
department at one/place of employment;




2. Has valid certifications from the Natiofiaklnstitute for Automotive

(L1) that have not expired; and
3. Has not been reported by the gé

643.330.5, RSMo.
(Y)  Definitions of certain terms in t

3 General Provisions.
(A)  Subject Vehicle Complig

1. Private entity véhi

A. Motor vehi

Agercy (EPA), Office of Transportation and Air Quality,
2000 Traverwood, Ann Arbor, MI 48105. This rule does
Aot incorporate any subsequent amendments or additions to
this guidance document.



RSMo.
3. Vehicle fleets.
A. Vehicle fleets of a

(B)
1.

(©)

1.

Reinspéstions occurring more than ninety (90) days after the initial
emission inspection shall be considered to be an initial emission
inspection as defined in subsection (2)(L) of this rule and are
subject to subsections (3)(H) and (3)(1) of this rule.



(D)  Emissions Inspection Fee.
1. At the time of an initial OBD test, thé icle owner or driver shall
pay no more than twenty-four doll4 0 the emissions

2.

3.
section 6443:
(E)  Emissions Inspesti
1. Performance

measurement on
meet or exceed aII s

Al be subjectto~aCceptance test
Aith the emissions inspection

' : ¢hanges to the program.
pdates shall be provided by the state’s contractor
Mt cost to the state or the emissions inspection

8t system shall automatically:

Make pass/fail decisions for all measurements;

(1)  Record test data to an electronic medium;

(1) Conduct regular self-testing of recording accuracy;



(IV)  Perform electrical calibratigh angd/system integrity
checks before each test, g i
(V) Initiate |mmed|ate syst

C. The test system shall
limiting, cross-checking, a
entry.

d in 40 CFR part 85,
i8 mcorporated by

(F)

lengthy'width and height to accommodate a full size light
duty vehicle or light duty truck.



station during all business days during the
ours of inspection, except for short periods of

f'the sjation is without at least one emissions inspector or

One ephissions inspection station manager, then the station

shalf be prohibited from conducting emissions inspections.

4. Licensiny.

A. Any person, firm, corporation, partnership or governmental

entity requesting an emissions inspection station license
shall submit a completed emissions inspection station
application to the department.




B. A vehicle emissions inspection gtatiorylicense will be
issued for a fee of one hundred dollafs ($100.00). A
completed emissions inspection stdtion license application
shall be accompanied by gcheck or mqney order made
payable to the Director gf g

Missouri Department d

at any other location. Any change in
W or location shall void the current station license.

ge owners will be treated as new licensees and charged

sther license fee for the new license.

F. When an emissions inspection station license has been
suspended or revoked, or when a station discontinues



operation, all emissions inspectiopf sspplies shall be
released on demand to the depaytment/ The failure to
account for all inspection supp i

otherwise beneflt i
business in any way.

Fach inspection performed.
be conducted at the licensed

No owner, loperator or employee of an inspection station
shall/furnigh, loan, give or sell a vehicle inspection report
. mds leld sticker to any person except those entitled to

A rent manuals, bulletins or other rules issued by the
depdrtment must be read and initialed by the station owner



or operator and each emissiong

available at all times for reag ence.
H If an emissions inspector of an erissions inspection station
manager resigns or is digmi station owner or

operator shall report t
soon as possible.

every public inspection
3). continuous hours per day,

ust begin within one (1) hour when a
during the twenty (20) consecutive-day
aturdays, Sundays and state holidays

by law for re-inspections.

ction license, sign and poster.

to those presenting vehicles for emissions inspections.
e department shall provide each licensed emissions
inspector with one license certificate. The emissions

inspector licenses must be framed under clean glass or



plastic and displayed in a consp 5 location discernible
to those presenting vehicles for emigsions inspections.

C. The department shall provige eacf licensed emissions
inspection station one official sign made of metal or other

(G) Emissions Inspe

submit a comple
department

ihteen (18)
ments written in English. The

j spectors will also be Tequired to demonstrate an
aspection on a vehicle. A minimum grade of eighty

iccessfudy complete a department-approved retraining program
and pasg a reexamination before the license will be reinstated.
oicense igsued to an emissions inspector may be transferred or
used atany other location. Any change in employment shall void
the current inspector license.




An emissions inspector may be reexamjned at/any time, and if s/he
fails the reexamination or refuses to bé reex@mined, the license
issued to him/her shall be suspende. If a vekicle emissions

regardless of i
test condition;

 except as provided for in the
S|ons mspectlons performed

inspection that the vehicle failed, a repair facility performance
report, and a copy of the customer complaint procedure according
to subsection (4)(B) of this rule; and



6. If a subject vehicle fails any of the tegt metjfods described in
subsections (5)(A)—(5)(B) of this ride, thedvehicle owner shall have

(1)
1.

subsequent a
ions Relnsp

were effective for correcting failures on the previous
inspection, thereby reducing or preventing an increase in
tailpipe or evaporative emissions.



B. The station-based reinspection shaH be pgrformed without
repair or adjustment at the emission i
system pressure test.

3. If the subject vehicle passes a reing

either:

A Have more repairs
vehicle back for 3

B. Apply for a cost-based

(K)  Emissions Inspection Waivers.
1. Cost-based waivers. Vehicles
under the followmg conditions:

verified that the repairs indicated on the itemized receipts
for qualifying repairs were made and the parts were
repaired/replaced as claimed.



2. The minimum amount spent on qug

waivers shall—
A.

B.

Exceed four hundred fi

(N

(I

(mn EG

(IV) Evapors

(V) PCV valves

Air pumps;
Dlstrlbutors

dre the initial emissions inspection failure or more than
ninety (90) days after the initial emissions inspection
failure;

Not include expenses which are incurred for the repair of
emissions control devices or data link connectors that have



receipts at thatech

n emissions
ed inoperative, or

been found during either a safgty or
inspection to be tampered with, rende
removed; and

Not include costs for e

ge coverage
lean Air Act shall

ator Na itemized repair

Noglear répair receipts that do not identify the vehicle that
was repdired, do not itemize the actual cost of the parts that
wexe gerviced, do not list the labor costs separately from
the parts costs, do charge state sales tax on parts exempted
from state sales as defined in 10 CSR 10-6.320, or contain
fraudulent information or parts costs as determined by



department representative shall fiote accepted for the

l. Include the repair techniciary’s name (printed or typed),
: ique identification
echnician that
performed the repair
Confirm that paymen

ia, rgla III|n0|s Louisiana, Malne
Maryland, Nevada, New Hampshire, New Jersey,
Carolina, Ohio, Oregon, Pennsylvania, Rhode
ah, Vermont, Virginia, Washington, and

New York,
Island Tex

(L)  Remote SensingNEMIssions Monitoring Requirements. Remote sensing
shall be used as follows:



An on-road testing program shall provide infgtmation about the
emissions performance of in-use subjéct veficles by measuring on-
road emissions using remote sensing deviges. Data collection shall

0.5% of the subject fleet.
Remote Sensing Device (R
A. Remote sensing dnits

RSMo, and’this emissions inspection rule. All emissions
inspections shall be conducted in accordance with this emissions
inspection rule. Failure to comply with the emissions inspection



inspection station manager and emissions indpectofs to one or
more of the following enforcement actiong:

A. Warning;
B. Suspension of inspection liceng
C. Revocation of inspection licg

D. Arrest by the MSHP.
Before any emissions inspectio

(0)

responsible for all vehicles that are being inspected. The



department or MSHP may suspefithkthe license of any
inspection station that accumuyfates excessive damage

claims.
3. Quality control for emissions inspé

A.
and training plan, to b
implementation, for |
Inspectors shall not'be
training require

B. Failure to comp

inspections.
The contractor shaII

partment and the MSHP on a real time continual
sis through the use of an automated data
mmunication system approved by the department.
hese records shall also be made available
immediately upon request for review by department
and MSHP personnel.

5. Qualityedgntrol for all emissions inspection equipment.



A. At a minimum, the practices descpbed ip'this section and in
the contract shall be followed;

Preventive maintenance on aII

or additions toMppendix A, section (IV) or section 2235 of the
guidance document.

4) Reporting and Record Keeping.



ain the statement: “This inspection is mandated by
your United States Congress.”



(B)

gection stations with

The contractor shall provide all licensed emissions ins
iSsions inspection.

reading;
2. The date and time of inspé
3.
performing the test, the io 3
inspection station, and the untque ideqtificati mber of the
inspection equipment;
4. The applicable lnspectlon standards;
5. The passing or'fa

2223. Section 2%
published by the

as required by the contract between the

department and the contractor; and

4, How motorists may obtain the full list of facilities employing
Recognized Repair Technicians on a publicly available web site
maintained by the contractor or by calling the contractor and
requesting a paper version of the report at no cost to the motorist.




(D)

following
1.
2.
3.
4.
(E)
(F)

09 the contractor shattcollect and analyze remote
KQring data and provide an annual report to the

incorporate anysubgequent amendments or additions to section 2222 of
the guidance tecument.
1. A gas cap presgure test, shall be performed on all 1981 and newer
model year subject vehicles, to the extent practical;




2. The gas cap pressure test sequence shal
steps:

A. The gas cap shall be connectgd to the adtapter of the test
equipment;

ist of the following

(5)(B) of this rule, then the pro
this rule shall be followed.

(B)
L

Vehjcles will fail the bulb check portion of the
0OBD test if the malfunction indicator light is
iHuminated while the key is in the on position and
the engine is running (KOER).
(1)~ Vehicles that fail the bulb check portion of the OBD
test shall fail the OBD test.
C. Data link connector and communications test.



()] Vehicles will fail the datafink cgnnector portion of
the OBD test if the DLC/1s tampered with, blocked,
or not located where the man
DLC.

(1) Vehicles will fail
OBD test if the

()

(V)

ontinuous monltors arémot supported:
Oxygen sensor;
Oxygen sensor heater; and

Vehicles that fail the DTC portion of the OBD test

all fail the OBD test.

3. If the subjest vEéhicle passes the gas cap pressure test described in
subsection (5)(A) of this rule and the OBD test according to the
OBBD test standards specified in subsection (3)(l) of this rule and
all of the OBD test procedures described in subsection (5)(B) of



this rule, then the procedures in paragraph (3){H)4. of this rule
shall be followed.

this rule shall be followed.



